F’

.
PROPERTY LINE

an

s
s

STEEL PLATE
AND SPECIAL
BEVELED WASHER

H

POST —4=

3"x12"” PLANK IN
THIS LOCATION

WHEN GROUND S
LEVEL IN FRONT
OF BULKHEAD.

NO FILL TO BE MADE ABOVE
TOP OF BULKHEAD.

PLANKS TO BE NAILED TO
EACH POST WITH 2 - 604
NAILS - 2 NAILS IN END OF
EACH PLANK AT BUTT WJOINTS.

NAILS SHALL BE GALVANIZED,

THIS DISTANCE TO BE 1'-6"
FOR NATURAL GROUND EXCEPT
WHERE SHOWN OTHERWISE

MEREON.
STEEL RODS, NUTS, WASHERS AND BOTH SIDES HEREON. e ipbid

OF PLATES TO BE PAINTED WITH ASPHALTIC
PAINT OR COATED WITH HOT ASPHALT.

'y I ITTmaea
~ NOT OVER 90°
N
71 ALL PLANKS TO BE :
Y] 3"x12" CREOSOTED #’f CREOSOTED DOUGLAS FIR OR AN
g AND LAID PARALLEL d CLASS "C" CONCRETE DEADMAN. ~

I TO SIDEWALK GRADE.
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[ MAX. DEPTH OF DEADMAN TO BE AT
Wi ELEVATION OF LOWEST PLANK. STEEL PLATE
e WASHER
g oA
s
' ORIGINAL GROUND, IF LEVEL N
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§ ON SLOPING SURFACES STEEPER THAN 2 HORIZ. AND | VERT, DEPTH "€ SHALL BE

IN ORIGINAL UNDISTURBED EARTH. .
. "E" 1S FOR ORIGINAL GROUND. FOR LEVEL FILLED GROUND ADD ONE FOOT TO “E" WHERE
H" IS 10 FEET OR LESS. .
FOR GROUND SLOPING AWAY FROM BULKMEAD, E SHALL BE MEASURED DOWNWARD FROM
A POINT LEVEL WITH THE SURFACE AT A DISTANCE OF 3 FEET FROM THE OUTER FAGE OF
THE POST,
POSTS AND PLANKS SHALL BE CONSTRUGTION GRADE DOUGLAS FIR IN ACCORDANGE WITH THE GRADING AND
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DRESSING RULES OF THE WEST COAST LUMBERMEN'S ASSOCIATION AND SHALL BE GREOSOTED.

BACKFILL AROUND POSTS SHALL BE THOROUGHLY COMPACTED 8Y TAMPING.

IN ORDER TO SEAT PLATES AND WASHERS PROPERLY TO CONFORM TO THE ANGLE OF
SLOPING RODS, CUTS HAVING SLOPES OF NOT TO EXCEED 2 Y2 INCHES PER FOOT WITH THE
VERTICAL MAY BE MADE IN FACES OF POSTS. MAXIMUM DEPTH OF CUT |14 INCHES,

“3* WHEN GROUND IS {‘“: )
SLOPING W FRONT UMy BULKHEAD POSTS SHALL NOT BE EXTENDED AND USED FOR HANDRAIL POSTS.
" OF BULKNEAD. __ _ _ _ A )F HANDRAIL IS REQUIRED, SEPARATE HANDRAIL POSTS SHALL BE BOLTED TO THE
oo 777" BULKHEAD POSTS AS REQUIRED BY THE PLANS-:
i i L J' BUTT JOINTS AT ENOS OF PLANKS SHALL BE LOCATED WITHIN e INCH OF THE
I T T T T T T CENTER LINE OF A POST.
| _ o ] NO PLANK SHALL BE SHORTER THAN TWO PANEL LENGTHS.
—=—-—3-0 - - ALL WORK SHALL BE DONE IN ACCORDANCE WITH THE LATEST STANDARD SPECIFICATIONS.
| DOTTED CONSTRUCTION APPLIES
WHEN GROUND SLOPES AWAY
FROM BULKHEAD,
SPACNG|  SiZE DIAMETER AND lsn SIZE OF . SIZE OF
o loodtsil posts| © | & | LEnGTH oF Rop [BZE OF STEEL PLATE | yoop pEADMAN  [CONCRETE DEAOMAN
0'T03 |6-0" | 66" | 0.5H | 4-6" None None None None
.3'4T04'[ 6-0" | &°x6" |0.5H | 3-0" [ ¥ x 76" 5h"x8% " x %" | g"xi12"x 4'-6" | 2:0'x2-0"x1-0"
44706 | 6-0" | 6"x6" [ 0.5H |3-0" | ¥'x9'-0" 5% "x5%"x %" | 6"x12"x 6'-0" 2-4'x2'-4" x I'-0"
6'+708'[5-0" | 8°x8" | 0.5H | 4-0" | )" xi'-¢" | 5% "x5%x 4" |6 x12"x 7'-0" 2-6"x 2-6"x -3"
8'« 700" 8'-0" .| 8°x8" | 0.8 1 | 5'-0" | {Y'xi3-0" 8l xSl x %" g xi6"x 6'-0" 2.9"x 29" x I'-6"
10'+ 7012 80" | 10"x10"] 0.45H| 6-0" | 1% "xi6-0" 5% "x5%"x ¥s" | 8"x16"x 7'-0" 2-9'x2-9"x I'-6"

BUREAU OF ENGINEERING

OEPARTMENT OF PUBLIC WORKS
CiTY OF LOS ANGELES

BULKHEAD -FOR RETAINING STREET FILLS T

SUPERSEDES PLAN B-3331

DESIGNED BY,
L.A.S.

SUBMITTED_Felo 2.5 1959 MOVED_?,&”%MJ

-1 ER-DEMEN

onawN oY sv__!_z%_%%ﬁ.— mo_\}\a-\e_\l_ 1959 B-3669

CHECKED 8Y | poepaRED BY__ C.E.CHANDLER MML_
C.AB.- TENGREER OF STRLLTS AD FRECWAYS . CITY ENGINEER

v




