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I NOTES 
I 

1. EXCEPT AS lilDfCATEft HEREOll OR CU THE PROJECT PLANS, .WloLES StWJ. COi@OM TO STANDARD PIAdS S-140, 
SkWER ,WHOLES - GE&ML, kilt STAHMRD PtAil S-141. BRICK hANHoLE. 

2. ML SUER PIPE SHALL, UNLESS OTHERWISE INDICATED 011 THE PROJECT PLANS, BE ANY OF THE FOLLOHldG: 
A. VCP C9NFOt'JltL TO SECTION 207-S OF THE STANMRD SPECIFICATIOHS. 
6. ABS SOLID dALL PIPE ClhtFORHlHG TO SECTION 207-M OF TttE STANDARD SPECIF~CATIOIIS, 
C. ADS CMPOSITE PIPE CWFO9llN6 TO SECTION 207-15 OF THE STANDARD St'ECIFlCATIo;(S. 
D. PVC PIPE CihFORHI,C TO SECTIUN 207-16 OF THE STANDARD SPECIFICAllOWS. 

3. DIkISIONS: 
tt - SEE PROJECT PLANS 

tt,uss UTtmtlx I~IDICATED tit THE PROJECT rtm. 
Dp - 8 I((cNES 
0 - J'-6' 
Tn- SEE STAIIDARD PLAN S-140, SEMR KWttOLES - GENERAL 

4. COLRETE SMLL CWIFOWl TO SECTIOn 201 OF THE STANDARD SPECIFICATIfflS, AIID SHALL BE: 
CtASS 66@-D-3750 FOR THE IUttER MxJ 

CUSS 560-R-3250 FUR THE MxJ 
CLASS 420-C-2OOO'FOR BACKFILL AND PIPE ENCASEMT. 

TIE CONTRACTOR RAY, AT ttIS OPTION, FINNfISH A tll6ttER CLASS OF CONCRETE FOR THE IUSE AND/OR BACKFILL 
AiiD Plf'E EiKASEWT TO HlUltWE TttE XttlBER OF DIFFERENT CLASSES OF COIKRETE USED. THE CONCRETE F3R 
THE IJNER BASE AND THE SHELVES ttAY BE PUKED tWlLITttICALLY WITH THE OUTER BASE. WERE THE BASES 
ARE PtACED SEPARATELY, A ROUGHENED CONSTRUCTION JOINT SWL L PROVIDED BEWEd THE SEPARATE PLACEWdTS 
OF THE COIKRETE. ' 
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