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NOTES 
TYPE I SHALL K USED In coNJuKTloN ltllll WEIR RMm.E TYPE I, sTAHoMo PlM MmER s-145. 

TYPE II 9lAJ.l BE USED IN CONJUNCTION YITN YEIR MJMOLE TYPE 11, STU(DARD Pull NlH6ER 5-1‘86. 

SEE PROJECTPWS FOR VALUE OF DP. 
ALLPlAIts SHALLBE FLAT, IllMARRED, WITH EDGES STRAIGHT AND ShODlN. 
WEIR PiAlES, INCLUDIK, STRAPS, SHML IE FABRICATED FROH WE 302 OR TYPE 316 STAINLESS STEEL. 
ML YELDING SHALL BE 6Y TM SHIELDED ARC PROCESS USING ARGDd I35 AND SHALL CONFOPJ! TO THE REOUIRERENTS OF THE 
MRICAN SDCIEYY OF ~CHANICAL EffilNEERS 'BOILER AND PRESSURE VESSEL CODE' IN CONJUNCTIoI( WITH AliS ND. 316L-16 
STAINLESS SlEEL ELEClRO#S, J/32-INCH KUlHUM SIZE. ALL MLDS EXCEPT FILLET WELDS SilAU BE GROUND FLUSH WITH THE 
STEEL SURFACE USlN6 NWCARBIDL WE 6RlNDIffi WELLS. 
LVELS SHALL BE ~RDUNDJ THEY SHALL NOT6E PUNCHED. 
THE CCWLETED WEIR PlATE ASSEtBLY SHkL RAVE A STABLE AND WTERTIGIIT FIT IEN INSERTED INTO YHE NDTCN IN THE MNHDLE 
INDICATED. 
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