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NOTES 

1. ALL STRIPS. BARS, PLATES AND STRUCTURAL SHAPES SHALL BE STEEL CONFORMING TO ASTM DESIGNATION A36. 

2. BOLTS AND NUIS SHALL BE STEEL CONFORMING TO ASTM DESIGNATION A307 AND GALVANIZED (SEE NOTE 4). 

v 3. ALL flETAL PARIS OF THE GUARD, GRATING, AND ASSENBLV HARDUARE SHALL BE FINISHED BY THOROUGHLV CLEANING IHEfl AFIER 
FABRICATION IO REMOVE ALL LOOSE flATERIAL, RUSI, AND OIL AND THEN BV PAINTING AS FOLLOWS: 

A. APPLY A COAI OF llNC RICH PRlliER CONFORNlNG IO CALIRANS STANDARD SPECIFICATION SUBSECTION 91-2.01. 

B. PREIREAI YllH VINYL YASH PRINER PER CALIAANS STANDARD SPECIFICATION SUBSECTION W-2.07. 

C. TWO FINISH COATS OF ENAflEL, LUSIERLESS BLACK PER CALIRANS STANDARD SPEClFlCATtON SUBSECTION 91-4.01. 

Cl. PAINIING HEIHODS SHALL BE AS REQUIRED FOR STRUCTURAL STEEL BY THE SIANDARD SPECIFICAIIONS. 

1(. ALL NEIAL PARIS OF IHE FRAHE SHALL BE GALVANIZED AFIER FABRICATION PER SECTION 210-3, STANDARD SPECIFICATIONS. 

v 5* 
IHE SPACER ASSENBLV SHALL BE BONDED 10 IHE GRAIING NllH RAPID SET EPOXY ADHESIVE CONFORHING 10 CALIRANS STANDARD 
SPECIFICAIION SUBSECTION 95-2.04. 

\5/G. AFIER ALL OIHER YORK PERIINENI 10 PLANTING HAS BEEN COllPLElED, INSfALL 1REE GUARD AND GNAlING. 
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