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NUMBER 3 CONCRET!
AGGREGATE OR
PREFABRICATED

APPROVED BY THE
ENGINEER AND
INSTALLED IN
CONFORMANCE WITH

APPROVED
SPECIFICATIONS,
CONTINUOUS BEHIND

BACKFILL FRONT OF
WALL BEFORE

WALL
X

)

E

w-5
/
_~ FINISHED
A ( 3
ENZAYAY
-3'-0" BELOW
FINISHED GRADE

DRAINAGE MATERIAL

THE MANUFACTURER'S
WALL— ]

BACKFILLING BEHIND

FINISH .
GRADE ‘ 3 6 3
IS

SEE OETAIL

i'-0"

W4

RAD

ONE CUBIC FOOT OF
3/4" CRUSHED ROCK
IN BURLAP SACK AT
EACH WEEP

HOLE, UNLESS
PREFABRICATED

1S USED ABOVE.

6'X 6" ALUMINUM OR
GALVANIZED STEEL
WIRE MESH CLOTH.
(MINIMUM WIRE DIA.

DRAINAGE MATERIAL

\/WATERSTOP NOTES:

(1) HOLES WILL BE PERMITTED N
THE OUTER 172 INCH OF THE WEB

FOR WIRES, RINGS, ETC. TIE WEBS

TO # 3 REINFORCING BARS

AT 12-INCH MAX!MUM INTERVALS
TO SUPPORT THE WATERSTOP IN
PROPER POSITION DURING
CONCRETE PLACEMENT.

{2) WATERSTOP SHALL BE
MANUFACTURED FROM NEOPRENE
OR POLYVINYL CHLORIDE AT THE
OPTION OF THE CONTRACTOR.

(3) WATERSTOP SHALL HAVE 5 OR
MORE PAIRS OF RAISED RISBS TO
PROVIDE 0.1 SQUARE INCH RIB
CROSS-SECT!ON AREA ON EACH
HALF OF THE WATERSTOPR,
HEIGHT OF RIBS TO BE
3/32 INCH MINIMUM,

0.03")

ANCHOR TO BACK FACE.

4" DIA. WEEP HOLE PER DETAIL W-3,IF
SIDEWALK EXISTS, CONSTRUCT CURS
OUTLET DRAIN PER DETAIL W-10.

#4@18. CUT
OR BUTT
ALTERNATE
BARS AT
CONTRACTION
JOINT{EXPOSED
FACE ONLY)

A
b

O

EXPOSED FACE OF WALL/
CONTRACTION JOINT

JOINT FILLER
NQOTE:

WATERSTOP SHALL}
EXTEND FROM 4
INCHES BELOW
TOP OF WALL

TO TOP OF
FOOTING.

<

DETAIL W-7
1/2 INCH PREMOLDED

EXPOSED FACE OF WALL .~

EXPANSION JOINT

e

1
KWATF_RSTOP PER DETAIL W~!

DETAILW-8

POST BY 1 INCH.-.

6"OR CENTERED|
IN CONCRETE.
*szcnon /

BONOING
TRIP -

172" PREMOLDED JOINT FILLER

_.1’ }.wvz"

3/4" CHAMFER AT EXPOSED
FACE ONLY

|

SEAL BETWEEN FILLER
AND WATERSTOP

4
EXPOSED FACE OF WALL -~

WATERSTOP
DETAIL W-

|

WALL OFFSET
DETAILW-5

DRAIN PER STANDARD
PLAN $-503

JOINT MAY VERTICAL LAYOUT LINE
————1"/ BE FORMED
. 3 WITH 178" OFFSET AS
|8 ,  HARDBOARD FOLLOWS:
= E_,L‘ AT ] W_|OFFSET
X THE ROOT I AFEEDIINCHES)
/ 4 1 1/4
I OF THE r ! e |as
CHAMFER, /, I/ 4
EXPOSED i 1o g;i
FACE —— L EARTH  1a |
‘ FA 16 H1-1/4
WLONGITUDINAL REINFORCEMENT , 18 |1-172
/ (END REINFORCEMENT / / 20 [I-3/4
2 INCHES FROM JOINT) ; |
! F~—sTEM AS
! CONSTRUCTED
NOTE:

THE CURB OUTLET DRAIN SHALL BE CONSTRUCTED WHENEVER THE
DRAIN WOULD OTHERWISE OUTLET ONTO A SiDEWALK.

BEND STANDARD LONGITUDINAL
REINFORCEMENT TO CLEAR

EXPANSION JOINT PER DETAIL
W-8, WHERE SHOWN ON PLANS

NI h \ N
T\\Y 3 A =2
A SRR S ) e raefT ]
B T I i el e kAmEET
DRAINAGE 4 ‘_r"/ ~ SHRINK el {[TOPTIONAL CONSTRUCTICN
DETAIL W-2 uaxl-e EACH FACE i l ‘t—“ ) . ﬂ_.J @2
WEEP HOLE : n\P’M@G" A S lj ¥
DETAILW-3 — == et ELEVATION
EXPANSION JOINTS TOP OF { = v
PER DETAIL W-8 /WALL FENCE OR RAILING t:%
wegpHoLEpER| [ |~ courmcnonsonrs EOST-ANCHORAGE —
DETAIL w—3\.,<° . | 4 OO s /?\ETAILW | LAY?HTE }
TOP OF 5 S! ¢ LINE— ,
Foorin 24’24 =0" |y B | )8
3 — ] — /’m\
MAX. MAX, 96 MIN. |
MAX. T e = l ! 1
WALL JOINTS AND WHERE SHOWN ON PLANS
TOP OF WALL PLAN
WEAKENED PLANES VERTICAL CURVE E—
DETAIL W-6 DETAIL W-4 FOOTING STEP
34" CHAMFER __ /8 TYRICAL DETAIL W-9

SIDEWALK

#aXI-6"

CURB OUTLET DRAIN

SEE DETAIL W-5

DETAIL W-IO

BUREAU OF ENGINEERING

DEPARTMENT OF PUBLIC WORKS

CITY OF LOS ANGELES

RETAINING WALL MISCELLANEOUS DETAILS

STANDARD PLAN

S-505-1|

Su‘ WTTFDY- _/'7,44- 1987 V REVISIONS SUPERSEDES | REFERENCES
A 7 > NO DESCRIPTION B-3784 $-503
9 NGINCER GF UES . i | ADD 2-INCH LONG!TUDINAL REINFORCED STEEL CUT-OFF, REMOVE
it wwnﬁﬂ——- ASBESTOS CEMENT PIPE; ADD NON-SHRINK GROUT, ADD HAR
(€ e 338 = CLEARANCE, REVISE CURE GUTLET DRAIN NOTE; REVISE NOTES:

APPRQVED 7<% & 1987 o 52 CHANGE DRAINAGE MATERIAL.
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