MAIN SUPPLY 120 VOLT
COMBINED WITH LATERAL MAIN SUPPLY LATERAL IN CONDUIT

TAPE AND BUNDLE
TUBING CR WIRING
AT 10 FEET INTERVALS———

ALL MAIN SUPPLY LINES TO BE

INSTALLED IN ACCORDANCE WITH
MANUFACTURERS INSTALLATION
SPECIFICATIONS.

<ALL 120 VOLT WIRING IN
CONDUIT TO BE INSTALLED
IN ACCORDANCE WITH
LOCAL CODE.

ALL PLASTIC PIPING TO—-
BE SNAKED IN TRENCHES
AS SHOWN

NOTES:

I. ALL ELECTRICAL CONDUIT AND WATER LINES SHALL BE 36"DEEP WHEN CROSSING ROADWAY.

2. REMOTE CONTROL VALVE WIRING UNDER PAVEMENT SHALL BE INSTALLED (N RIGID STEEL CONDUIT
SIZE AS REQUIRED BY CITY OF LOS ANGELCS,DEPARTMENT OF BUILDING AND SAFETY ELECTRICAL CODE.

3. TRENCHING DETAIL DIMENSIONS ARE MINIMIM.

4. PLASTIC PIPE SHALL BE PLACED IN GALV. SCH. 40 PIPE SLEEVE UNDER ROADWAY.

. DEPARTMENT OF PUBLIC WORKS
BUREAU OF ENGINEERING CITY OF LOS ANGELES

STANDARD PLAN
TRENCHING DETAIL 5-657-0
SUBA TTED_}L;_Q_ZB_IQ‘IZ REVISIONS SUPERSEDES F‘EFERENCESH
Mé)L — NG DATE DESCRIPTION ENGR. OF DESIGN CITY ENG'R.
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