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SECTION A—A

NOTES

. CAST IRON SHALL CONFORM TO SECTION

206-3 OF “STANDARD SPECIFICATIONS FOR
PUBLIC WORKS CONSTRUGCTION". '

.LETTERING SHALL BE AS SHOWN HEREON,

" HIGH, AND SHALL BE CAST INTEGRAL
WITH THE CASTING.

. THE 3" DIAMETER HOLES IN THE COVER SHALL

BE AS SHOWN HEREON, AND SHALL EITHER

BE FORMED 8Y PROVIDING A REMOVABLE
PLUG PRIOR TO CASTING OR DRILLED AFTER

RAISED CASTING HAS COOLED AND BEFORE COATING
FLAT SURFACE IS APPLIED. THE HOLES SHALL NOT
BE PUNCHED.
4. AFTER CASTING HAS COOLED, IT SHALL
BE GIVEN AN ASPHALTIC COATING
CONFORMING TO SECTION 206-3.6 OF
THE STANDARD SPECIFICATIONS.
5. DURING INSTALLATION, WHEN THE PAVEMENT
IS FOUND TO BE LESS THAN Gé“ THICK THE
BASE OF THE MONUMENT COVER SHALL BE
CUT SO THAT THE BASE OF THE MONUMENT
COVER DOES NOT EXTEND INTO THE BASE.
APPLY A COAT OF ASPHALTIC COATING OR
LETTERS ASPHALT PAINT TO ANY UNCOATED SURFACE
STREET RAISED L OR CUTEDGE.
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