**CUW Series**

**Decorative LED AC/Emergency Light**

**FEATURES**
- Normally-on and emergency operation
- Durable die-cast aluminum housing
- Prismatic polycarbonate refractor
- 10 year LED life cycle
- Long-life Nickel Cadmium battery
- Fully sealed and gasketed design
- Includes self-diagnostic/self-test
- Includes conduit entry at top of unit
- Optional heater
- Photo-Control Standard
- Temp. range standard, 0°C to 50°C with heater, -30°C to 50°C
- UL924 Wet Location Listed

**ORDERING INFORMATION**

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>CUWZ-PC</td>
<td>Die-Cast, Normally on/Emergency, 0° to 50°C, with Photo-Control, Dark Bronze Finish</td>
</tr>
<tr>
<td>CUWZ-HTR-PC</td>
<td>Die-Cast, Normally on/Emergency, -30° to 50°C, with HTR and Photo-Control, Dark Bronze Finish</td>
</tr>
</tbody>
</table>

**ELECTRONICS**
- Universal 100-300VAC input
- 4.8VDC Nickel Cadmium battery
- Battery re-charge within 24 hours
- Fully automatic solid-state charger

**Dimensions:**
- Height: 3.78”
- Width: 6.54”
- Depth: 10.47”

**Single Carton Weight:** 4.0 lbs.
**Master Carton Quantity:** 6 each
**CUW Series**

*Decorative LED AC/Emergency Light*

**FEATURES**
- Normally-on and emergency operation
- Durable die-cast aluminum housing
- Prismatic polycarbonate refractor
- 10 year LED life cycle
- Long-life Nickel Cadmium battery
- Fully sealed and gasketed design
- Includes self-diagnostic/self-test
- Includes conduit entry at top of unit
- Optional heater
- Photo-Control Standard
- Temp. range standard, 0°C to 50°C with heater, -30°C to 50°C
- UL924 Wet Location Listed

**ORDERING INFORMATION**

<table>
<thead>
<tr>
<th>CATALOG NUMBER</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>CUWZ-PC</td>
<td>Die-Cast, Normally on/Emergency, 0° to 50°C, with Photo-Control, Dark Bronze Finish</td>
</tr>
<tr>
<td>CUWZ-HTR-PC</td>
<td>Die-Cast, Normally on/Emergency, -30° to 50°C, with HTR and Photo-Control, Dark Bronze Finish</td>
</tr>
</tbody>
</table>

**ELECTRONICS**
- Universal 100-300VAC input
- 4.8VDC Nickel Cadmium battery
- Battery re-charge within 24 hours
- Fully automatic solid-state charger

**DIMENSIONS**
- 6.54" x 10.47" x 3.78"

**Single Carton Weight:** 4.0 lbs.  
**Master Carton Quantity:** 6 each